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nRefining Plant 5Kg + 5Kg

Our refining plant is made in polypropylene embloc structure.

Frontal section there is a working plan provided with:

- two rectors 20 Its capacity in borosilicated glass with exhaust valve and clcctric hcatcr

- two fume coolers in glass provided with 3 way coil.

- two flask 10 Its capacity for acid with exhaust valve and pipes.

- pipes in PP for the charging and dicsharging of acid ( by this way the operator have not to

touch the acid by hand,the operator have only to operate on the valves.)

- suction pipes in every station.

- aqua regia precipitator with electric stirrer and Balzani exhaust valve.

- diaphragm pump for charging and discharging of acid.

- buckner filter for silver clhoride.

- buckner filter for fine gold ( cloth system)

In left side there is enought room for control panel and tanks for acid nitric and hydrochloric.

In right side a 400 Its tank capacit)' is placcd on the right of the plant for collected aqua regia.

Rear side there is a SCRUBBER for fume purification with European Certification.

( recicling pump in PP alkaline solution and the fume axhaust fan)

- chiller for maintain the water in the cooling coil at 7°C. model MTA 10 2880/k/cal/h.

The price of the machine is € 42.500,00 it includes packing -6 days of training in your factory

IT IS NOT INCLUDED technician expenses (travel board and lodging expenses)

You will have to provide for:

-a pipe of 160 mm in diameter for purified fume exhausting (scrubber)

-cold and normal hot water

-hot distilled water

-air compresscd 300 Its per minute

-necessary 15 kw 380 volts + neutral

-25 square meters - high room 3 meters min.
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